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*Standard if system is in an area with high phosphorous mobility; Wandendale is not required to meet  
the 3.9 mg/l standard, but intends to meet a higher, 0.5 mg/l standard for phosphorous 
 
 

Type of system  Inland Bays PCS 
treatment standard  

Wandendale TN, TP 
treatment standard  

Improvement  

Large OWTDS (flow 
>20,000 gpd) – 
typical “community” 
system (existing) 

10 mg/l TN and 3.9 mg/l 
TP* 

5 mg/l TN and 0.5 mg/l 
TP 

2x nitrogen 
7.8x phosphorous  

Large OWTDS (flow 
>20,000 gpd) – 
typical “community” 
system (new) 

5 mg/l TN and 3.9 mg/l 
TP * 

5 mg/l TN and 0.5 mg/l 
TP 

Same for nitrogen 
7.8x phosphorous*  

Large OWTDS (flow 
2,500 to 20,000 gpd) 
– serves apartment 
buildings, strip malls, 
etc. 

10 mg/l TN and 7.85 
mg/l TP for new systems 
and 20 mg/l TN for 
replacement systems  

5 mg/l TN and 0.5 mg/l 
TP 

2x nitrogen  
15.7x phosphorous 

New, replacement or 
innovative small 
OWTDS 2,500 gpd or 
less – individual 
onsite system  

20 mg/l TN  5 mg/l TN and 0.5 mg/l
TP 

4x nitrogen  

Existing small OWTDS 
(individual onsite 
system) 

50 mg/l TN and 15.7 
mg/l TP  

5 mg/l TN and 0.5 mg/l 
TP 

10x nitrogen 
31.4x phosphorous  


