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PREL. TRACING

CONTRACT COUNTY F.AP. NO. SHEET NOJTOTAL SHTS!
' : | : 23-019-02 NEW CASTLE [SEE TITLE SHEET} 15 18
LIGHTING LEGEND : _ -- | . - LIGHTING PLAN | |
- LIGHT STANDARD | - ‘ : SMYRNA REST AREA
H——¢- : PROPGSED TWIN DAVIT ARM POLE AND LUMINAIRE | _ _ GRAPHIC SCALE . o _ :  PARKING EXPANSION
| NO. | STATION | OFFSET | POLE BASE | ARM LENGTH | LIGHT STANDARD | - | . R . B— | "
PROPOSED LIGHTING CONDUIT,TRENCHED / o770 | 318 RT. TYPE 6 2 FT. | 250 W HPS TWIN COBRA HEAD . N | _REVISIONS
_ , oY _ -
________________ z 25014 | 319AT. TYPE 6 12 FT. 250 W HPS TWIN COBRA HEAD \ & o AN
"""""""" PROPOSED LIGHTING CONDUIT,BORED @ INSTALL (3) 2" CONDUIT BENDS IN LS POLE BASE. | | . e | q%ﬁﬁt;° ° g N
. Ot X d ) “ Zoy 3420 \\
s b X :fq A \
" FROPOSED JUNCTION WELL,DELDOT TYPE | | s = - %%%Q%? | \ \\
: - - 4% PRNE e S \\ .
CR . . 740 _ : o \% A% PiN!E) %‘éﬁ% \\\ ‘
/ CONDUIT RUN IDENTIFIER ‘ ‘ - s N 6m&ﬁ;ﬁﬁ§QWOF - - N
. g ' oy SLOPE GRAS
D —— s =1 & L " CONDUIT RUN SCHEDULE
JUNCTION WELL IDENTIFIER INTERCEPT EXISTING o0 5 | 77 | No. OF | SIZE AND TYPE T "TAMOUNT AND TYPE
| 9 <TT>UGHTMG'QWWIﬂT L5 o e 9 o’ CR¥ |CONDUITS OF CONDUIT LENGTH | OF CABLE/ WIRE
\ e e ~ 00y, g L e N\ CR |INSTALL NEW CR- | EX. 2'PYC 1o (2)*4_+ (1)*8_GND
\ T ~ EXISTING LIGHT POLE | e 3 | RSO - b rge— L6 %ﬁ%ﬁ5¥ CR-2 / 2 RIGID GALVANIZED STEEL CONDUIT | 90 (5P4 + ("8 GND
o | | o § V$= CR-3 / 2' RIGID GALVANIZED STEEL CONDUIT | 10 (21*4 +(]*8 GND
\ | CR-4 ) 2" RIGID GALVANIZED STEEL CONDUIT | 180 | (2)*4 +(I}*8 GND
CR-5 / 2'RIGID GALVANIZED STEEL CONDUIT | 60" (2)*4 +(I)*8 GND
CR-6 | EX. 2PV 15 (2)*4 +(/)*8 GND
. TR | | | | | {CR7 | EX fzammmEEMW£DHm 140’ (21*4 + (I)*8 GND
wﬂmﬂﬁ-'% e 1GR : . o L < - o CRO| 1 zmwmmmwmﬂwmw "s' (4*6 + (/*8 GND
\ QOT _LAMP
\\ T o | CONSTRUCTION NOTES
\ - GRASS . TURN UP 2'RGS CONDUIT. COIL I5'OF SLACK FOR USE
AT BUS SHELTER. CONDUIT STUB SHALL BE LOCATED
ON THE BACKSIDE OF THE SHELTER APPROXIMATELY

- " VIN FROM THE RIGHT SIDE AS YOU FACE THE SHELTER.
\\ CONFIRM TURN UP LOCATION WITH. THE ENGINEER.
. THE EXISTING LOAD CENTER HAS (2) SPARE Z20A-IP .
CIRCUIT BREAKERS. UTILZE THESE (2) CIRCUIT BREAKERS
TO FEED THE LIGHTS AND SIGN IN THE BUS SHELTER.
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GRASS

EXISTING LIGHT POLES AND FOUNDATIONS SHALL BE FPAID
FOR UNDER ITEM 211000, REMOVAL OF STRUCTURES AND
OBSTRUCTIONS. REFER TO THE CONSTRUCTION PLAN
(SHEET 7).

REPLACEMENT OF SOD FOR CONDUIT TRENCHES SHALL
BE INCIDENTAL TO ITEM 745544, INSTALLATION OF CONDUIT —
N UNPAVED TRENCH.

3/6/2008 23-019-02

- 5. EXISTING CONDUIT NO LONGER IN. SERVICE SHALL BE
CAPPED AND ABANDONED (OR REMOVED AS REQUIRED
FOR CONSTRUCTION OF THE NEW PARKING LOT).
REMOVE EXISTING CABLE IN CONDUIT THAT IS TO
REMAIN AND BE REUSED. ABANDON ALL OTHER CABLE
AND CONFIRM T IS NOT ENERGIZED.

EXISTING)I'_%AD CENTER.
SEE NOTE 2.

ALL PHASE CONDUCTORS SHALL BE PERMANENTLY
AND CONTIUALLY IDENTIFIED. TAPE IS NOT AN APPROVED
MARKING DEVICE,
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