
Bowers

Camden

Chesw
old

Clayto
n

Dove
r

Fe
lto

n
Fre

deric
a 

Harri
ngto

n

Kent C
ounty

Le
ipsic

Lit
tle

 Creek

Sm
yrn

a

W
yo

ming

Community Rating 
System (CRS) class 

Height of freeboard 
required

12 in. 18 in. 12 in. 18 in. 18 in. 18 in. 18 in. 18 in. 18 in. 18 in. 18 in. 18 in. 18 in.

Using Building Code 
with code coord. 

ordinance
2009

Flood study required 
in unmapped areas

X X

Require Elevation 
Certificate and 
Floodproofing 

Certificate

X X X X X X X X X X X X X

Shallow fill must 
doesn't proclude from 

floodplain
X X X

Prohibit below grade 
crawlspace

X X X X X X X X X X X

Prohibit subdivision of 
the floodplain

X

Prohibit structures in 
the floodplain in major 

subdivisions
X X

Prohibit 
encroachments that 

cause >0.1 ft. of rise in 
base flood elevation

X X X X

Incorporate FEMA 
Technical Bulletins

X X X X X X X X X X X X X

Land below the base 
flood elevation 
adjacent to the 

floodplain is 
considered in the 

floodplain

X X X X X X X X X

Encourage Zone VE 
construction standards 

in Coastal A Zone
X

Require Zone VE 
construction standards 

in Coastal A Zone

Requires cumulative 
substantial 

improvement 
calculations
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